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PJ1 ‘UNO’ Pipe-Stand

and easy to setup

A favourite for low level work in all fab shops.
Heights from 7" (18cm) to 28" (72cm).

Optional roller heads from the PJ3 series can also be fitted to
the Vee Head of the PJ1 Stand to suit varying applications.

The PJ1 Stand is a basic single tubed pipe stand, simple to use : :-

Part No. Min/Max height inches Min/Max height metric Weight Load
PJ1-1 7"-10.25" 175-260mm 450kgs
PJ1-2 10"-15.5" 250-395mm 450kgs
PJ1-3 15.75"-21.5" 400-550mm 450kgs
PJ1-4 21.5"-27.5" 550-700mm 450kgs

RPS4 Pipe Roller Stand
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The RPS4 is a versatile floor or bench mountable pipe roller
stand for pipe up to 48" diameter.

Features and advantages

® Choice of steel, stainless steel or nylon wheels

® Wheels are interchangeable and can be utilised on PJ3
& PJ4 stands

® Wheels are independently adjustable

® The RPS4 also bolts onto the PJ4 base unit to make a
4 |eg, trestle style pipe roller stand.

Part No. Description Load capacity KG
RPS4B Bolt on wheel carrier 2,000
SWK3 Steel wheel kit 1,000

SWK3SS Stainless steel wheel kit 1,000
NWK3 Nylon wheel kit 450
BTK3 Ball transfer kit 600

BTK3SS Stainless steel ball transfer kit 600




