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GBC Industrial Tools Ltd are the ‘pipe equipment 
specialists’ for the supply of pipework equipment 
and tools.

Over the past 30 years our parent company GBC 
Industrial Tools Spa, has established itself as one 
of the worlds leading manufacturers of portable 
pipework machinery, due to its consistent high 
level of quality, both in product and service. We are 
pleased to be part of that team.

GBC Industrial Tools offer a comprehensive range 
of on-site machining services, please check with our 
office for your specific requirements.

Registered address: 7 Drakes Drive, Crendon Business Park Long Crendon, HP18 9FE
Registered in England & Wales. Registration no. 08966210 • VAT No. 190019919

• Petrochemical

• Offshore

• Power Generation

• Heat Exchange Manufacture/ Repair

• Boiler Industry

• Ship Building and Repair

• Nuclear

• General Fabrication

• Site Services

GBC has established an extensive distribution 
network to industries across the world. 

These industries include:
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PJ3 Pipe Jacks

STD V-Head options

• 1,000kg / 2,205lbs load capacity

• Choice of fixed base or folding leg base

• Folding legs allow for easy storage and transportation

• Comprehensive range of head types

• Adjustable in height from 27”-48”  
(71cm-122cm)

• Independently load tested

Base Units

Part No. Stand Type Weight 
KG/LBS Pipe Size

PJ3FXB Fixed leg 7.0 / 15.4 up to 12”

PJ3FLB Folding leg 7.0 / 15.4 up to 12”

PJ3FXB-FP Flat pack fixed leg 7.0 / 15.4 up to 12”

Vee Head

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

PJ3V 1,000 3.4/7 up to 12”

Steel Wheels

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

SWK3 1,000/2,205 3.4/7 1”-12”

SWK3SS 1,000/2,205 3.4/7 1”-12”

Pipe Roller Head - Steel Wheels

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

SWK350 1,000/2,205 4.9/11 1”-12”

SWK350SS 1,000/2,205 3.4/7 1”-12”

Ball Transfers

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

BTK3 600/1320 2.5/6 1”-12”

BTK3SS 600/1320 2.5/6 1”-12”

Stainless Steel - Exclusive to GBC UK

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

SSC3 1,000/2,205 1.0/2 1”-12”

Roller Bar Head

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

RBH 1,000/2,205 4.25/9 1/8”-10” 

Pipe Hold Down Kit

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

HDK12 N/A 7/16 1”-12”

Nylon Wheels

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

NWK3 450/992 2/5 1”-12”

Pipe Roller Head - Nylon Wheels

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

NWK350 450/990 4.9/11 1”-12”

4
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PJ3 Pipe Jacks

Large V-Head options

• 1,000kg / 2,205lbs load capacity

• Choice of fixed base or folding leg base

• Folding legs allow for easy storage and transportation

• Comprehensive range of head types

• Adjustable in height from 27”-48” (71cm-122cm)

• Independently load tested

24” Max

Large Vee Head

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

LVH 1,000 7.6/17 up to 24”

Steel Wheels

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

SWK4 1,000 3/6 1”-24”

SWK4SS 1,000 3/6 1”-24”

Nylon Wheels

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

NWK4 450/990 1.8/4 1”-24”

Ball Transfers

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

BTK4 600/1,320 2.3/5 1”-24”

BTK4SS 600/1,320 2.3/5 1”-24”

Stainless Steel Sleeves

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

SSC4 1,000/2,205 1kg 1”-24”

Hold Down Device

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

HDK N/A 7/16 1”-12”

5
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PJ4 Multi Stand

• Height adjustable with two fine adjusters

• Maximum weight load: 2000 kgs

• Maximum pipe diameter: 48”

• ‘Bolt On’ head unit can be utilised as a floor or bench unit

• Exclusive to GBC UK!

Features and advantages

Height adjustable, multi function, pipe roller stand

PJ4 Base Unit

Wheel Kit Options

Large V Head 
Options

Ball Transfers

Bolt On Wheel Carrier

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

PJ4B 2,000/4400 20/45 up to 48”

Part No. Load capacity 
KG

Weight 
KG Material

SWK3 1,000 3.4/7 Steel

SWK3SS 1,000 3.4/7 Stainless

NWK3 450 2/5 Nylon

Part No. Load capacity 
KG

Weight 
KG Pipe Size

LVH 2,000 7.6 1”-12”

SSC4 2,000 1 1”-12”

HDK N/A 7 1”-12”

Part No. Load capacity 
KG

Weight 
KG Material

BTK3 600 2.5 Steel

BTK3SS* 600 2.5 Stainless

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

RPS4 2,000/4400 7 up to 48”

Stainless Steel Stainless SteelSteel

LVH SSC4 HDK36

SteelNylon

Large V Head
Wheel Kit Options

Part No. Load capacity 
KG

Weight 
KG Material

SWK4 2,000 10.5 Steel

SWK4SS 2,000 10.5 Stainless

NWK4 450 8.5 Nylon

Stainless SteelSteel Nylon

Bolt On Wheel Carrier options

Large V Head options

SWK3

RPS4

PJB4
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PJ4 Multi Stand

Height adjustable, multi function, pipe roller stand

Small V Head Stainless Steel Sleeves

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

PJ3V 1,000/2,205 3.4/7 up to 12”

Part No. Load capacity 
KG/LBS

Weight 
KG/LBS Pipe Size

SSC3 1,000/2,205 1.0/2 1”-12”

Ball Transfers

Part No. Load capacity 
KG

Weight 
KG Pipe Size

BTK3 600 2.5 Steel

BTK3SS 600 2.5 Stainless

Stainless SteelSteel

Wheel Kit Options

Roller Bar Head Pipe Roller Head

Part No. Load capacity 
KG

Weight 
KG Pipe Size

SWK3 1,000 3.4/7 Steel

SWK3SS 1,000 3.4/7 Stainless

NWK3 450 2/5 Nylon

Part No. Load capacity 
KG

Weight 
KG Material

RBH3 500 4.25 Steel

RBH3SS 500 4.25 Stainless

RBH3N 500 4.25 Nylon

Part No. Load capacity 
KG

Weight 
KG Pipe Size

SWK350 1,000/2,205 4.9/11 4”-12”

SWK350SS 1,000/2,205 4.9/11 4”-12”

NWK350 450/990 4. 9/11 4”-12”

Stainless SteelSteel Nylon

Small V Head options

Roller Bar Head Options Pipe Roller Head Options
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PJQ ‘Quattro’ Stands

Heavy duty pipe stands for large diameter and heavy wall pipe

• Weight certified to 2500kg

• For pipe up to 36” diameter

• Variety of head options

• Optional castor wheel for pipe transportation

• Height adjustable

• Suitable for carbon or stainless steel

Features and advantages

The Quattro Heavy Duty Pipe Stands are the ideal solution 
for heavy duty pipe handling, in the workshop or for site 
applications.

The Large Vee Head, heavy duty base and variety of head 
options make the Quattro the most durable and versatile 
pipe stand on the market.

The Quattro stand can be used as a simple jack stand, 
supplied as standard with levelling pads to accommodate 
uneven working surfaces. Weight load tested to 2500kgs 
per stand, the Quattro stands can also be supplied with 
lockable castor wheels so pipes of up to 36” diameter can 
be moved around a workshop or site.

Transport pipe around the site or workshop with ease8
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Quattro Stand Head Options

Heavy duty pipe stands for large diameter and heavy wall pipe

Large Vee Head

Part No. Load capacity 
KG

Weight 
KG Pipe Size

LVH 2,500 7.5 1”-36”

Base Unit 
(complete with levelling pads)

Hold Down Device

Roller Wheel Kit

Stainless Steel Sleeves

Wheel Kit Options Ball Transfer Kits

Part No. Load capacity 
KG

Weight 
KG Pipe Size

PJQB 2,500 14 N/A

Part No. Load capacity 
KG

Weight 
KG Pipe Size

HDK36 N/A 7 1”-12”

Part No. Load capacity KG Weight KG Pipe Size

RWK4 2000 20 N/A

Part No. Load capacity 
KG

Weight 
KG Pipe Size

SSC4 2500 0.5 1”-36”

Part No. Load capacity 
KG

Weight 
KG Material

SWK4 2,000 8 Steel

SWK4SS 2,000 8 Stainless

NWK4 450 1 Nylon

Part No. Load capacity 
KG

Weight 
KG Pipe Size

BTK4 600 2 1”-36”

BTK4SS 600 2 1”-36”

Stainless SteelSteel Nylon

9
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PJ1 ‘UNO’ Pipe Stand

Part No. Min/Max height inches Min/Max height metric Weight Load

PJ1-1 7”-10.25” 175-260mm 450kgs

PJ1-2 10”-15.5” 250-395mm 450kgs

PJ1-3 15.75”-21.5” 400-550mm 450kgs

PJ1-4 21.5”-27.5” 550-700mm 450kgs

Part No. Description Load capacity KG

RPS4B Bolt on wheel carrier 2,000

SWK3 Steel wheel kit 1,000

SWK3SS Stainless steel wheel kit 1,000

NWK3 Nylon wheel kit 450

BTK3 Ball transfer kit 600

BTK3SS Stainless steel ball transfer kit 600

The PJ1 Stand is a basic single tubed pipe stand, simple to use 
and easy to setup

The RPS4 is a versatile floor or bench mountable pipe roller 
stand for pipe up to 48” diameter.

A favourite for low level work in all fab shops. 
Heights from 7” (18cm) to 28” (72cm).

Optional roller heads from the PJ3 series can also be fitted to 
the Vee Head of the PJ1 Stand to suit varying applications.

RPS4 Pipe Roller Stand

• Choice of steel, stainless steel or nylon wheels

• Wheels are interchangeable and can be utilised on PJ3 
& PJ4 stands

• Wheels are independently adjustable

• The RPS4 also bolts onto the PJ4 base unit to make a 
4 leg, trestle style pipe roller stand.

Features and advantages

10
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RPS6 Heavy Duty Roller Stands

Part No. Head Style Load capacity 
KG/LBS

Weight 
KG/LBS

RPS6B Base unit only N/A 5.8/13

SWK6 Pair steel wheel 
heads 2,200/4,850 3.4/7

NWK6 Pair nylon wheel 
heads 450/990 2.2/5

BTK6 Pair ball transfer 
heads 650/990 3.8/8

FTK6N Pair feed through 
roller - Nylon 450/990 3.5/6

FTK6S Pair feed through 
roller - Steel 2,200/4,850 3.8/8

Part No. Description Max diameter SWL KG

PJ8-1 Feed through roller 
stand nylon 20 - 315mm 200

PJ8-2 Feed through roller 
stand 250 - 630mm 1000

PJ8-3 Feed through roller 
stand - Adj Width 500 -1200mm 1000

PJ8-5 Feed through roller 
stand - 2 tonne 1500mm 2000

Part 
No. Height Width Width between 

wheels Length Weight

PB1 21" / 
53cm

28" / 
71cm 16" / 41cm 28" / 

71cm
31.8" / 
82cm

These heavy duty stands are designed to be either floor or bench mounted. 
Available with 4 head styles to suit pipes from 4” to 48”

The Pipe Buggy offers a safe method of handling 
and moving pipes around the workshop or site easily, 
avoiding damage to the pipe as a result of it being 
dragged along the ground.

At only 31.8kg / 70lbs it is a light weight yet 
robust solution to pipe handling problems. With its 
innovative handle and ratchet strap it allows the 
operator to lift the pipe from the floor onto the buggy 
with minimal effort.the Vee Head of the PJ1 Stand to 
suit varying applications.

PJ8 Floor Mounted Roller Stand

Pipe Buggy

• Free standing or In-trench options

• Differing trench widths accommodated

• Multi positional

• Rubber coated rollers minimise pipe damage

• Three sizes available to suit pipes from 
63mm to 1200mm

Features and  
advantages
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Pedigree
35+ years experience

Quality
ISO 9001 since 1996

Performance
guaranteed
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Pipe rotators with bolt or 
spindle adjustment

* Pre-defined roller positions

* manual or electrical spindle adjustment

* Robust construction
* High quality components

* Stepless speed adjustment

* Start up delay safety feature

* Interface linkages in control box

* Compatible with control systems of other manufacturers

* Extra large rollers available for thin-walled work pieces

* Also available with Anti-Drift System 

Specifications shown are sample data. The final technical data are available in the respective design specification. GBC  reserves the right to modify them or adapt any time.

Extra small and large 
rollers for positioning 
of components with 
connection pieces.

Our engineers develop
for your needs

TECHNICAL DATA KT-3 KT-5 KT-10 KT-20 KT-30

Load capacity (T) 3 5 10 20 30 40

Linear speed (mm/min) 100-1000 100-1000 100-1000 100-1000 100-1000 100-1000

Power (kw) 2*0.18 2*0.25 2*0.37 2*0.37 2*0.55 2*0.75

Workpiece Dia. (mm) 200-2200 200-3000 300-3400 400-4600 400-5200 400-5200

Drive dimension l x w x h (mm) 1400x372x420 1650x390x455 2000x484x530 2500x510x550 2800x590x685 2800x620x705

Idle frame dimension l x w x h (mm) 1400x256x420 1650x290x455 2000x370x530 2500x370x550 2800x430x685 2800x450x705

Voltage (V) 400 400 400 400 400 400

Weight (kg) 300 450 700 870 1450 1700

STANDARD PROGRAM

TECHNICAL DATA KT-50 KT-60 KT-80 KT-100 KT-150 KT-200

Load capacity (T) 50 60 80 100 150 200

Linear speed (mm/min) 100-1000 100-1000 100-1000 100-1000 100-1000 100-1000

Power (kw) 2*1.1 2*1.5 2*1.5 2*2.2 2*2.2 2*2.4

Workpiece Dia. (mm) 500-5200 500-5200 600-6200 600-6200 600-6200 600-6200

Drive dimension l x w x h (mm) 3000x665x778 3300x705x855 3700x862x970 4120x868x990 3600x918x1010 4170x1023x1160

Idle frame dimension l x w x h (mm) 3000x470x778 3300x510x855 3700x650x970 4120x650x990 3600x662x1010 4170x742x1160

Voltage (V) 400 400 400 400 400 400

Weight (kg) 2100 3400 4200 4800 5400 6200

STANDARD PROGRAM

Pipe Rotators

KT & JT Series rotators are available for loads from 1t to 2000t.
Standard equipment is supplied with hole pattern or manual adjustment.
Both series are available with optional manual or electric undercarriage.
JT series also has the option of electric spindle adjustment.

AdvantagesFeatures

Features:

* Pre-defined roller positions
* Manual or electric spindle adjustment
* Robust construction
* High quality components
* Stepless speed control
* Start up delay safety feature
* Interface linkages in control box
* Compatible with other makes
* Extra large rollers available for thin wall vessels
* Anti-Drift System also available

12
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Self-aligning Rotators

* Automatic tilt angle adjustment
*  4-wheel drive;
* Gear drive - reduced play  increased reliability
* Strong long life planetary gearings

Specifications shown are sample data. The final technical data are available in the respective design specification. GBC  reserves the right to modify them or adapt any time.

TECHNICAL DATA ZT-5 ZT-10 ZT-20 ZT-30 ZT-40 ZT-50

Load capacity (T) 5 10 20 30 40 50

Linear speed (mm/min) 100-1000 100-1000 100-1000 100-1000 100-1000 100-1000

Power (kw) 2*0.18 2*0.25 2*0.37 2*0.37 2*0.55 2*0.75

Workpiece Dia. (mm) 250-3000 300-3500 400-4000 400-4000 600-4500 600-4500

Drive dimension l x w x h (mm) 1350x471x717 1580x558x831 1670x740x854 1800x749x932 2124x1060x1046 2124x1060x1173

Idle dimension l x w x h (mm) 1350x315x717 1580x380x831 1670x400x854 1800x410x932 2124x580x1046 2124x590x1173

Voltage (V) 400 400 400 400 400 400

Weight (kg) 650 1050 1200 1500 2500 2500

TECHNICAL DATA ZT-60 ZT-80 ZT-100 ZT-150 ZT-200 ZT-300

Load capacity (T) 60 80 100 150 200 300

Linear speed (mm/min) 100-1000 100-1000 100-1000 100-1000 100-1000 100-1000

Power (kw) 2*0.75 2*1.1 2*1.1 2*1.5 2*2.2 2*5.5

Workpiece Dia. (mm) 900-5200 950-5800 1000-6500 1800-8000 2000-9000 2000-9000

Drive dimension l x w x h (mm) 2400x1062x1173 2612x1128x1225 2922x1160x1292 3243x1262x1434 3560x1400x1592 3951x1554x1747

Idle dimension l x w x h (mm) 2400x590x1173 2612x700x1225 2922x747x1292 3243x732x1434 3560x812x1592 3951x901x1747

Voltage (V) 400 400 400 400 400 400

Weight (kg) 3000 4000 4900 5400 6100 6800

The ZT Series roller position automaticallys adapts to the workpiece
diameter. This series is particularly suited for thin wall workpieces.

An example of a hydraulic 
anti-drift device to prevent the
movement of components.

Features:

* Robust construction
* High quality components

* Stepless speed adjustment

* Start up delay safety feature

* Interface linkages in control box

* Compatible with control systems of other manufacturers

Pipe Rotators

12 13





GBC Rental
we are the leading supplier of rental pipework fabrication equipment and we have an 
unrivalled range and quantity of equipment available off the shelf; from pipe bevelling 
and cutting to tube pulling and expanding, including:

•  Pipe and Plate 
Bevelling Machines

•  Pipe Cutting Machines

•  Pipe Clamps and 
stands

•  Bundle Pullers

•  tube expanding 
Machines

• rolling Motors for tube 
expanders

•  tube Pulling Machines

•  reciprocating saws

• orbital Pipe saws

•  flange facing 
Machines

Call +44 (0) 1844 201 555 or eMaIl hIre@GBC-uk.CoM

Our hire fleet is constantly expanding and improving and is offered not only in the 
uk, but anywhere in the world.

PIPE BEVELLING MACHINES

PIPE ALIGNMENT CLAMPS

PIPE PURGING

PIPE CUTTING MACHINES

PIPE STANDS 

PLATE BEVELLERS
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We Also Supply...
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 Ħ PEDIGREE - 35+ Years Experience
 Ħ QUALITY - ISO 9001 Since 1996
 Ħ PERFORMANCE - Guaranteed


